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A Noticeable Difference
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A unique, patented system 
designed to alleviate the 
worst part of baghouse op-
eration: bag changeouts.

Pop-Top 2.0 bags and cages are 
quicker and easier to install and 
remove than snap-in bags. They are an 
improvement of our original design, 
which has been the preferred bag/cage 
system for all maintenance personnel 
who have used it.

The new design incorporates an 
elastomeric collar that is more 
forgiving for holes with tolerance 
variations or which have unfinished 
edges. Result: if snap-in bags will 
work, Pop-Top 2.0 bags will work 
better!

Benefits

Pop-Top 2.0 bag and cage assemblies 
will save you time and money, yet cost 
no more than snap-in bags and cages. 
The elastomeric collar provides a 
leak-free seal which is easily released 
during changeout. Benefits include:

Changeout takes about half the 
time of snap-in bags, reducing 
maintenance costs and exposure.

No more stuck bags and cages.

No clamps to deal with.

Bag and cage can be removed  
together or separately.

Easier changeouts also reduce risk 
of wrist and back injuries.
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Pop-Top 2.0 features a new, more resilient 
collar, allowing it to be used in any ap-
plication where snap-in bags are used. The 
collar is also highly chemical resistant.

Application

Standard Pop-Top 2.0 bag and cage 
assemblies can be used in ambient 
conditions (up to 180°F) wherever 
snap-in bags are used. Medium and 
high temperature versions available. 
They will fit any baghouse designed 
for 4.5 or 6 inch bags (51⁄16 and 61⁄4 
holes).

Pop-Top 2.0 is especially suitable for 
applications, like cement, where bags 
tend to stick to their cages. It is also 
the standard bag and cage system for 
new Mikro-Pulsaire® baghouses.

Specifications

Style: MikroPul Pop-Top 
Hole dia.(in.): 51⁄16, 61⁄4 

Bag length (ft.): 4, 6, 8, 10, 12 
Media type: Polyester felt, 
Polypropylene felt, Mikrotex 
membrane/Polyester; high 
temperature, other media available 
Bag enhancements: wear strips, 
ground wires, special coatings

Pop-Top 2.0 installation is as easy as  
1-2-3! Removal is just as easy: a hand tool  
is provided that quickly releases the cage 
from the bag and support plate.

1.
Insert 
bag

2.
Insert 
cage

3.
Step  
on it!


